
Typical Fabric Properties

F2103

135

8 Monofil PP

8 Monofil PP

375

5.7

100

230

As Ordered

Construction

Yarn Size - Warp

Yarn Size - Fill

Tensile - Warp

Weight

Tensile - Fill

Burst

Air Permeability

EPI/PPI

ASTM D-1907

ASTM D-1907

ASTM D-5034

ASTM D-5034

ASTM D-3776

ASTM D-3786

ASTM D-737

oz/sqyd

lbs

lbs

PSI

CFM

mil

mil

26x

Weave Plain

Other
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Seller makes no warranty, express or implied, concerning the products furnished hereunto other than that it shall 
be of the quality and specifications stated herein. ANY IMPLIED WARRANTY OF FITNESS FOR A PARTICULAR 
PURPOSE IS EXPRESSLY EXCLUDED AND, TO THE EXTENT THAT IT IS CONTRARY TO THE FOREGOING 

SENTENCE, ANY IMPLIED WARRANTY OR MERCHANTABILITY IS EXPRESSLY EXCLUDED.  Any 
recommendations made by Seller concerning uses or applications of said product are believed reliable and Seller 
make no warranty of results to be obtained. This data sheet supercedes all previous data sheets for this style and 

is subject to change without notice.


